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Select a Preset Display

Use the Display menu option to choose a preset portion of the 360 Imaging sweep.

NOTE: If you use Isolate Sweep Area in this mode, the view will switch to the full 360
View.

1. X-Press Menu: With the 360 View or Combo View displayed on the screen,
press the MENU key once.

2. Select Display.

3. Press the RIGHT or LEFT Cursor keys to select a display option. (360, Front,
Rear, Left, Right; Default = 360)

360 View with RIGHT Selected in the Display Menu Option

Isolate the Sweep
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Mark and Display Waypoints
(GPS Receiver/Heading Sensor Required)

When the Navigation on 360 menu option is turned on, you can use the following
navigation functions in a 360 Imaging View:

• Display Waypoints as they are marked on the view. Waypoints can be
marked at the boat position or cursor position. If Navigation on 360 is turned
off, you can mark waypoints, but they won’t be displayed on the 360 View.

• In a 360/Chart Combo View, you can see where your boat is positioned in
relation to a waypoint on the Chart View and in relation to underwater
structure in the 360 View (see Views for more information).

Turn on/off Navigation in the 360 Views

Turn on the Navigation on 360 menu option to mark and display waypoints on the
360 View. To hide waypoints on the 360 View, select off.

1. Main Menu: Press the MENU key twice.

2. Select the Accessories tab > 360 Sonar Settings > Navigation on 360.

3. Press the RIGHT or LEFT Cursor keys to select On or Off. (On, Off; Default =
Off)

NOTE: The GPS Receiver/Heading Sensor must be connected to the control
head to enable these features on the 360 View.

Navigation
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Turn on Navigation on 360 in the 360/Chart Combo View, and you can see where
your boat is positioned in relation to underwater structure.

NOTE: The available views are determined by your Humminbird control head model.

Mark a Waypoint Start Navigation
(Chart View Only)

Move the Cursor

Using Marked Waypoints in the 360/Chart View

Navigation
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Use the GPS Receiver/Heading Sensor with Chart Views
When the GPS Receiver/Heading Sensor is connected to the control head, not only
are the Chart Views and GPS navigation features enabled, but the control head will
also receive heading data and additional features from the Heading Sensor.

• Heading Digital Readout: To add the Heading Digital Readout to the Chart
View (1100 Series only) or the Sonar View (700, 800, 900, and 1100 Series),
select the Main Menu > Setup tab > Select Readouts. Select a Readout
Position and use the RIGHT or LEFT Cursor keys to select Heading.

• Heading Offset: To adjust the zero point of the Heading Sensor, select the
Main Menu > Navigation tab > Heading Offset. Press the RIGHT or LEFT
Cursor keys to adjust the setting. See the 360 Imaging Installation Guide for
details.

• Boat Icon: When the Heading Sensor is attached, the boat icon will always
be displayed as a boat shape. It will not change to a circle when the boat is
stationary.

• Heading Line: If it is turned on, the heading line extends from the bow of
the boat icon. To turn on the Heading Line, select the Main Menu >
Navigation tab > Heading Line > On.

• North-Up Icon: If it is turned on, the North-Up Icon displays the direction of
True North. It also displays the View Orientation, and the icon will change as
the orientation and the data source change. To display the North-Up Icon,
select the Main Menu > Navigation tab > North Up Indicator > On. See
Change the Chart Orientation for more information.

• Pitch and Roll Digital Readouts: To add the Pitch and Roll Digital Readouts
to the Chart View (1100 Series only) or the Sonar View (700, 800, 900, and
1100 Series), select the Main Menu > Setup tab > Select Readouts. Select
a Readout Position and use the RIGHT or LEFT Cursor keys to select Pitch.
Repeat these steps to select Roll in the next readout position.

Navigation
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Heading Line

Boat Icon

North-Up Icon

Heading Digital Readout (Heading Sensor Required)

Course Over Ground Digital Readout (GPS Receiver Required)

NOTE: For details about chartplotters and navigation, see your control head
operations manual and the Waypoint Management Guide. Operations manuals
are provided on the CD included with your Humminbird control head, or you can
download Humminbird manuals from our Web site at humminbird.com.

E

D

C

B

A

Chart View with the GPS Receiver/Heading Sensor
Attached to the Control Head

B

A

C

E D

Navigation
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Change the Chart Orientation
You can change the orientation of the Chart View. The Chart Orientation is also
influenced by the GPS Receiver/Heading Sensor attached to the control head.

• North-Up: North is shown at the top of the display. Objects located to the
north of the boat are drawn above the boat.

• Head Up: The boat’s current heading points up, and the track rotates around
the boat so that the boat always points up on the view. The heading is
provided by the Heading Sensor connected to the control head. If a Heading
Sensor is not connected, the heading will be calculated using the GPS
receiver’s COG (Course Over Ground).

• Course-Up: During navigation, the projected course is shown at the top of
the view. Objects ahead of the boat are drawn above the boat. When the
boat is not navigating, the course-up reference is provided by the COG
(Course Over Ground) calculation.

Select the Chart Orientation

1. Main Menu: Press the MENU key twice.

2. Select the Navigation tab > Chart Orientation.

3. Press the RIGHT or LEFT Cursor keys to select how the Chart will be
displayed. (North-Up, Head Up, Course-Up; Default = North-Up)

Navigation
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Update the Software
Set up an online account at humminbird.com so that you will receive the latest
Humminbird news and software updates for your Fishing System.

Required Equipment: Personal computer with Internet access, a formatted SD
memory card, and a USB Memory Card Reader.

Update the Software

1. Install a formatted SD memory card into the card reader connected to your PC.

2. Register your Fishing System: Log on to humminbird.com. Click My
Account. Set up a new account or log into your current account and add the
360 Imaging accessory to your My Equipment tab.

3. Download: From My Account\My Profile\My Equipment, click the file name
of the latest software update (unit name [version #]) for your control head.

• Read the instructions in the dialog box and click Download.

• Follow the on-screen instructions to save the software file directly to
the SD Card.

4. Repeat step 3 to download the 360 Imaging transducer file.

5. Install the SD card with the updated software files into the control head
card slot.

6. Power on your Fishing System.

7. Control Head Update: The control head will recognize the new software.
Follow the dialog box instructions to confirm the software installation.

WARNING! Humminbird is not responsible for the loss of data files
(waypoints, routes, tracks, groups, snapshots, recordings, etc.) that may
occur due to direct or indirect damage to the unit’s hardware or software. It
is important to back up your control head’s data files periodically. Data files
should also be saved to your PC before restoring the unit’s defaults or
updating the software. See your Humminbird online account at
humminbird.com and the Waypoint Management guide.

Update the Software
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360 Imaging Transducer Update: The software will be updated
automatically. It may take up to two minutes for the software to be
detected on the network, and the control head will display a dialog box to
indicate that the update is in progress.

8. Restart: When the updates are completed, press and hold the
POWER/LIGHT KEY to power off the control head. After the control head
shuts down, press the POWER/LIGHT key to start the control head.

NOTE: To purchase the USB Memory Card Reader (AS CR), visit our Web site at
humminbird.com or contact our Customer Resource Center at 1-800-633-1468.
Our Customer Resource Center will also assist you with any questions you might have
about updating your Humminbird Fishing System.

Update the Software
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Power Off
The Transducer Deployment System is designed with software that keeps the pod
fully retracted and stowed while the boat is in use.

1. Power off the Control Head

Press and hold the POWER/LIGHT key.

CAUTION! Turning off the control head will NOT power off the 360 Imaging
transducer.

2. Power off the Transducer

Turn off power on the main switch, breaker, or battery switch.

NOTE: Powering off the 360 Imaging transducer will be determined by the installation
and power connection on your boat.

3a. Install the Pod Cover (Transducer Deployment System only)

The pod cover must be installed for trailering and storage.

Install the cover over the pod. Insert the T-clips into the tracks on each side
of the Transducer Deployment System. Turn each T-clip so it stays in the
track. Tighten the straps.

OR

3b. Check the 360 Trolling Motor Bracket (Trolling Motor 360 Imaging only)

Confirm the Depth Collar Knob is fully tightened (by hand). Check the
stability of the trolling motor bracket after initial use and periodically
thereafter to ensure that the installation and lock remain stable. See your
installation guide for details.

WARNING! To keep the pod retracted, the Transducer Deployment System
must stay powered ON while the boat is underway.

When the boat is stored or at dock, the 360 Imaging transducer must be
turned off to prevent draining the battery. The pod cover must be installed
for trailering and storage.

Power Off
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Contact Humminbird®

Contact the Humminbird® Customer Resource Center

in any of the following ways:

By Telephone:

(Monday - Friday 8:00 a.m. to 4:30 p.m. Central Standard Time):

1-800-633-1468

By e-mail:

(typically we respond to your e-mail within three business days):

service@humminbird.com

For direct shipping, our address is:

Humminbird

Service Department

678 Humminbird Lane

Eufaula, AL 36027 USA


